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Abstract: Shape Memory Alloys (SMA) are good candidates to actuate endoscope
heads but the cooling problem must be solved particularly in conﬁned situations.
For these reasons, a new SMA micro-actuator specially designed for active
endoscopy applications has been developed in our laboratory. This work is a
new step in the approach of using integrated thermoelectric cooling with SMA
actuators. In fact, the Peltier eﬀect is very attractive in such a case because this
reversible phenomenon reduces the overheating of the external environment and
provides forced cooling that decreases the response time. In this paper the actuator
design and its working principle are presented. A ﬁne modeling of the coupled
mechanical and thermal behaviors gives a better understanding of the physical
phenomenon involved in the actuator. Finally an experimental prototype has been
developed and tested in order to verify the model predictions.
Keywords: Shape memory alloys, active endoscopy, thermo-electricity, modeling.
1. INTRODUCTION
Microtechnology and microsystems engineering
require new active materials. These materials are
often used to develop micro-actuators and micro-
sensors. In this category of materials, Shape Mem-
ory Alloys (SMAs) are good candidates for micro-
actuation. SMA wires, or thin plates, can actuate
microrobots and are able to provide very sig-
niﬁcant forces, but have low dynamic response.
These materials are often used to actuate hydro-
foils or for underwater propulsion applications,
where cooling environment is relevant (Yonghua
et al., 2005; Shinjo and Swain, 2004; Redinio-
tis et al., 2002; Ono et al., 2004). These struc-
tures are based on adjacent vertebrae segments
actuated by SMAs. Other similar structures have
been designed to reproduce artiﬁcial ﬁngers or
bio-inspired caterpillar locomotion (Kyu-Jin and
Asada, 2005; Trimmer et al., 2006). The actuation
is there performed in a low capabilities cooling
environment compared to the water environment.
It produces unexpected behaviour and low dy-
namic response. A technic consist in using thermo-
electric coolers (Kyu-Jin and Asada, 2005).
The control of the SMA phases transformations,
and then the mechanical power generation, is
driven by the temperature of the material. Clas-
sically Joule eﬀect is an easy way to heat the
SMA actuators, but cooling is made by an other
way (typically by natural convection or conduc-
tion). Unfortunately, endoscopic applications in-
volve conﬁned environments with a low convection
capabilities and a variable external temperature.
Moreover, the dynamic response of the actuator
depends on cooling capabilities. The work of J.
Szewczyk et al. shows the diﬃculties to cool the
SMA when it is integrated in a ﬂexible head
(Szewczyk et al., 2001). For these reasons, we have
examined a reversible way of heating and cooling
SMA micro-actuators, based on the thermoelec-
tric eﬀect, e.g. the Peltier eﬀect.
Even if it is often bad known and rarely used,
the implementation of thermoelectric elements
has already been performed for the temperature
control of shape memory alloys. Several investi-
gations and developments that use thermoelectric
coolers in this ﬁeld have shown that it can work
eﬃciently (Thrasher et al., 1992; Semenyuk et al.,
1998; Khan et al., 2003). In these particular cases,
the SMA actuator and the thermoelectric cooler
are separated and caloriﬁc energy exchanges, be-
tween them, are done by thermal conduction.
However, it seems that the best results are ob-
tained, when choosing the maximal integration of
the thermoelectric phenomenon (Bhattacharyya
et al., 1995; Lagoudas and Ding, 1995). In this
case, the thermoelectric connections are directly
made on the SMA element. A thermal model has
already been validated by an experimental ther-
moelectric system which is described in a previous
paper (Abadie et al., 1999). The development of
a basic thermoelectric actuator in our laboratory
has demonstrate the interest of the Peltier eﬀect in
temperature control of NiTi (Abadie et al., 2002).
The goal of the present paper is to describe and
model a new thermoelectric SMA micro-actuator
specially designed for endoscopic applications.
2. ACTUATOR DESCRIPTION
2.1 General description
The developed actuator is composed of two ele-
mentary stages symmetrically assembled (see ﬁg-
ure 1). Each stage is sequentially composed of
a copper semi-ring, a Bi2Te3 N doped ingot, a
NiTi blade, a Bi2Te3 P doped ingot and a second
copper semi-ring. Finally, the actuator dimensions
are: 4 mm in diameter, 9 mm in length and the
NiTi blade itself has 200 µm in thickness.
When the actuator is supplied with a 0.6 A cur-
rent, the blades are bending. They produce a mea-
sured angle θ of about 25◦. When the current is
inverted, a symmetric deﬂection is obtained. The
reached deﬂection after the current application is
maintained even when the current is removed. To
obtain this kind of behavior, we had to design
the actuator with a special blade conﬁguration
with a thermal control performed by an integrated
Fig. 1. Actuator constitution (up), electrically
supplied actuator (down).
Fig. 2. Niti blade in austenite phase (up), blade
model parameters (down).
Peltier system. So, the phase transformation of
the SMA blades is driven by the heat transfers
produced by the thermoelectric system.
2.2 Mechanical principle
In the actuator, the two blades have an antag-
onist behaviour. First, the blades are machined
with an initial curvature of 30◦ (corresponding
to the shape in the austenitic phase), in a SMA
material for which the temperature transforma-
Fig. 3. Thermoelectric principle in an elementary
stage.
tion is above the room temperature (see ﬁgure
2). Then they are anti-symmetrically positioned
in the actuator such as when a blade is heated
to austenite, it shape memory eﬀect occurs and
produces a martensite reorientation in the cold
antagonist blade (push-pull working). Only one
blade can be heated at the same time. One way
displacement is obtained by heating the ﬁrst blade
and the reverse displacement by the second one.
In this conﬁguration the actuated blade is not
able to completely reorient the other blade (not
actuated). For this reason, the displacement range
is lower than 60◦. Practically a range of 40◦ is
possible when the austenite phase transformation
is completed in a blade.
2.3 Thermoelectric system
The maximum integration of the thermoelectric
system consists in placing thermoelectric junc-
tions directly between the copper semi-rings, the
TeBi ingots and the NiTi blade in each elementary
stage. By this way, four junctions j1, ..., j4 are
activated by the going through current (see ﬁgure
3). For a positive current i, the junctions j1 and j4
produce heat while j2 and j3 absorb heat. If i is
negative, heat production/absorption is inverted
due to the fact that the Peltier eﬀect is a reversible
phenomenon.
3. ACTUATOR MODELING
With this SMA actuator, complex thermo-mecha-
nical coupling eﬀects must be taken into account.
To simplify, we have split the study in two parts.
First, the mechanical behavior of one NiTi blade is
investigated in order to determine the stress, the
strain and the mechanism of the phase transfor-
mation for bending. Then, thermal modeling for
temperature prediction is performed considering
the blade as a passive material and the thermo-
electric system in a global point of view.
3.1 SMA bending model
A phenomenological approach is used to model
the SMA blade in order to predict its behavior by
using the actual physical knowledge and the asso-
ciated equations that provide the material physi-
cists (Leclercq and Lexcellent, 1996). The choosen
approach is based on the Helmholtz free energy
expression of the diﬀerent phases mixture: austen-
ite, self accommodating martensite and stress in-
duced martensite (Benzaoui et al., 1997). This
approach gives an one-dimension prediction of
the SMA behavior, e.g. when and how phase
transformation occurs under thermal and strain
solicitations. Bending is solved by using a spatial
discretization of the blade. The present paper does
not give the details of this modelling. For more
details please refer to (Abadie et al., 2004). To
summarize, the blade is considered as a stack of
thin Niti layers. The one-dimension model is ap-
plied at each layer assuming that the layer strain





= y k (1)
where l is the blade length, θ is its extremity
rotation angle and k its curvature assuming a
circular bending (see ﬁgure 2). The stress in the
layer is calculated using:
σx(y) = E(εx(y)− γ zσ(y)) (2)
where γ and zσ are respectively the SMA maxi-
mum pseudo-plastic deformation and the volume
fraction of stress induced martensite. The term
including these two parameters corresponds to the
pseudo-plastic strain induced by the presence of
the stress induced martensite. E is the average
Young modulus of the material. The heat equation
used to determine the temperature T of the blade
is:
ρ(cvT˙ −∆u z˙) = q + λ T (3)
where ∆u, q, λ, z and T are respectively the
phase transformation latent heat, the thermal
power applied, the thermal conductivity, the to-
tal volume fraction of martensite (e.g. volume
fraction of self accommodating martensite zt +
stress induced martensite zσ), and the temper-
ature laplacian. We use a classic heat equation
where is added the term ∆u z˙ corresponding to
the heat produced or absorbed by the phase trans-
formation. This heat is correlated to the variation
of the volume fraction of martensite.
We have used Matlab/Simulink to calculate the
model response in the case of a blade of 2 mm in
Fig. 4. Model input signals (up), calculated bend-
ing momentum (down).
length, 0.8 mm in wideness, 0.2 mm in thickness
and with an initial angle θ0 = 30◦. The stress free
state austenite and martensite start temperatures
are respectively As = 52◦C and Ms = 38◦C, the
maximum pseudoplastic deformation is γ = 0.05,
the latent heat is ∆u = 20652 J.kg−1. In this
model, the input are the thermal power q and
the rotation angle θ. The natural convection and
Joule eﬀect are the two physical phenomenon in-
troduced in q. The room temperature and self ac-
commodating martensite fraction zt are taken as
the initial conditions of the blade. The simulation
consists in applying an imposed strain, a thermal
load and a strain unload (see ﬁgure 4 (up)). The
strain is imposed through θ.
The imposed strain load occurs at the beginning
of the simulation and has 20 s of duration. It
corresponds to the martensite reorientation pro-
cess. The bending momentum M increases and
reaches Mr = 4.9.10−4N.m. At t = 20s, the stress
distribution is shown on ﬁgure 5 (up). During
the load, the martensite volume fractions remains
equal to 1. At t = 30s, the thermal load occurs and
generates the phase transformation. It begins from
the blade skin and spreads to the neutral ﬁber
(see ﬁgure 5 (down) and 6 (up)). At t = 60s, the
Fig. 5. Martensite and stress evolution during
thermal load.
constrained memory eﬀect bending momentum M
reaches Mc = 8.6.10−4N.m. Consequently the
useful momentum for the actuator is the diﬀerence
between Mc and Mr. At t = 60s, the strain un-
load occurs which induces the martensite transfor-
mation and produces a thermal disturbance (see
ﬁgure 4 (up)). The calculated rotation angle is
then θu = 3◦ when the bending momentum is
equal to Mr. In fact, the actuator useful range
is θmax = 54◦.
3.2 Modeling of the complete thermoelectric system
To determine the thermal behavior of the actu-
ator, one has to consider the copper rings, the
TeBi ingots and the SMA blades (let us note
that the SMA latent heat is not involved in the
reorientation process):
ρcvT˙ = q + λ T (4)
The internal heat source q is zero for the rings
and q = ρe j2 for the ingots and the blades. The
thermal conductivity λ, the electric resistance ρe
and the material density ρ are given in the table
1.
Fig. 6. Martensite and stress evolution during
mechanichal unload.
Table 1. Thermal parameters.
ρe (Ω.m) ρ (kg.m−3) λ (W.m−1.K−1)
Copper 0 8700 400
NiTi 6, 3.10−7 6500 22
TeBi 8.10−6 7530 1,61
Fig. 7. Stationary state solution.
The Peltier eﬀect is taken into account as a
heat ﬂux discontinuity φ in the junctions between
copper, TeBi and NiTi. This heat ﬂux is:
φj1,j4 = π j and φj2,j3 = −π j (5)
where π is the Peltier coeﬃcient of the ingots
(π = 5, 3.10−2 Volt).
The equations are solved using the 3D heat trans-
fer by conduction module from Comsol Multi-






















Fig. 8. temperature distribution along the two
thermo-electric ways.
Fig. 9. Developed actuator.
physics. The boundaries conditions are set as a
natural convection with a heat transfer coeﬃcient
h = 280 W.m−2 and a room temperature of 22◦C.
The current applied to the actuator is i = 0.6 A.
The steady state solution shows an homogeneous
temperature in the blades and in the copper rings
(see ﬁgure 7). A closer look at the temperature
curve, taken along an axis going through the NiTi
blade from the left copper ring to the right one
(the thermo-electric way), show a temperature
gradient of about 4◦C in the hot and the cold
blades. Due to the heat dissipated by Joule eﬀect
in the thermo-electric ingots, the Thot and Tcold
curves are not symmetric around the room tem-
perature. Moreover the rings temperature remains
at the room temperature and only the blades are
heated and cooled. The reached temperature is
68◦C for the hot blade and -15◦C for the cold one
(see ﬁgure 8).
4. EXPERIMENTAL RESULTS
An experimental actuator has been made and
tested in order to validate the simulation results
(see ﬁgure 9). The temperature measurements
have been made using Chromel/Alumel micro-
thermocouples with 25 µm in diameter wires. A
ﬁrst thermocouple was glued on the left copper
ring to measure TCu. Two other thermocouples
Fig. 10. Temperature measurement under current
steps.
Fig. 11. Position for i = 0, 6 A (up) and −0, 6 A
(down)
were glued in the middle of each NiTi blade to
measure TNiTi1 and TNiTi2 (see ﬁgure 11). Figure
10 shows the temperature evolution under current
steps. At the beginning of the measurement, when
no current is applied the three thermocouples
indicates the room temperature (22◦C). At t = 16
s, a current step of 0,6 A produces respectively
in the blade 1 and 2 a temperature increase
and decrease as predicted by the simulation. At
t = 45 s, the current is set to -0,6 A and so
on. In the same time, the copper temperature
slowly increases and ﬁnally reaches 46◦C. This
unwanted phenomenon is probably due to a lower
convection than the model estimation but mainly
to a high contact resistance (which increases the
Joule eﬀect) in the thermoelectric junctions of the
tested prototype.
The simulation has been modiﬁed in order to take
into account this resistance. At the Peltier heat
ﬂux, a contact resistance heat ﬂux has been added
to the eight thermo-electric junctions as follow :
Fig. 12. stationary state solution with a contact
resistance.

























Fig. 13. temperature distribution along the
thermo-electric branch with contact resis-
tance.
φj1,j4 = π j + rc j
2 and φj2,j3 = −π j + rc j2
(6)
where rc is the contact resistance. According to
the experiments, the value of rc has been set
to 1, 1.10−8 Ω.m2. In this case, the steady state
response of the model show a better accuracy
with the experiments (see ﬁgure 12 and 13). The
temperature of the cold blade reach a minimum
value of 18◦C. The simulation show a temper-
ature TCu of the left ring equal to 29◦C while
the experimental value is around 45◦C at steady
state. This phenomenon is probably due to the
limit conditions taken for the connection of the
actuator to the ﬁxed support. In the model, the
temperature of the ring face in contact with the
support is ﬁxed to the room temperature. In fact,
this support is made of plastic which has low
thermal conductivity. As a result, the temperature
of this face won’t remain to 22◦C but will increase.
No further investigations have been made on this
particular point.
The important result is that a particular attention
is required to make the solders between the TeBi
ingots and the others elements to avoid that
the Joule eﬀect became preponderant in front of
the Peltier eﬀect in the thermo-electric junctions.
Fig. 14. Multi stage endoscope head.
At the moment, our soldering method should be
reviewed.
The experimental rotation range was measured
from video acquisition (see ﬁgure 11). The above
picture is taken when the current is 0,6 A, after
transient movement, the below one when the
current is inverted. This actuator has a multi-
stable property. This means that when the current
is canceled, the actuator rotation angle remains
constant. It is necessary to apply the current only
during the moving phases in the reachable range.
The reachable range is 25◦, a low value accord-
ing to the θmax = 54◦ of the model prediction.
This may be due to a bad choice in the active
material: temperature transformation are in ac-
cordance with the model but the heat treatments
performed on the blade have certainly provide
lower plastic deformation than the 5% expected
on classical NiTi material. The mechanical dy-
namic response is correlated to the temperature
response of the blades. The test presented on
ﬁgure 10 shows that cycling is possible at 0,05
Hz. If the frequency is increased it will decrease
the maximum rotation range. One can note the
it is also possible to supply only one elementary
stage (or side) at a time. In this case the response
time of the actuator is increased due to a slower
martensite phase transformation (convection cool-
ing only). For this actuator, there is no interrest
to supply one side at a time. The caracteristics
are better when the two sides are supplied simul-
taneously.
5. CONCLUSION AND PERSPECTIVES
This study shows that the use of SMA antago-
nist blades associated with an integrated thermo-
electric system is eﬃcient for active endoscopy
applications. Because of a low heat dissipation
provided by the air environment, the use of a
thermo-electric system is very important to keep
an eﬃcient actuation with a low electric consump-
tion. The dynamic response is reasonable even if
faster responses can be obtained in water environ-
ment where convection is higher. The considered
applications are mainly for air environments were
heat dissipation is a real problem.
The developed actuator can be improved by the
use of a better NiTi alloy to obtain higher rotation
angle. Our future work will consist in using several
elementary stages electrically and mechanically
interconnected to build a complete endoscope
head with free space in its center for optical ﬁbers
and tools (see ﬁgure 14). Industrial or medical
application are conceivable based on this work and
could succeed in high technology systems.
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